
Crossflow/Crossdraft Paint Booth

STANDARD FEATURES

18 ga. galvanized steel construction panels

(12) Light Fixtures Total - (6) Upper Angled Lights / (6) Wall Lights 
Pop-in Filters. Prefilter, Ceiling Filter, Exhaust Filter Included

1 personnel door with tempered glass

3 PHASE 5 HP MOTOR/ 30” Fan / 13,000 CFM
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Accudraft  PRO 

crossflow paint booth. 

Ductwork and duct cap 

optional

MADE IN THE USA

Pro SERIES

Standard Model: GALVANIZED Single Skin Spray Booth Solid Back

This unit includes the inside access fix tures and bulbs. This unit DOES NOT include w iring or ducting abov e the fans.

Model:

VP-CD24 Negativ e Pressure Cross Draft - 24' l x  14' w  x  9' h Inside

OPTIONS:

Construction:

PB-WW White on White Option

Doors:

VP-DT Driv e Through ( Tw o Doors )

VP-SD Additional Serv ice Door w ith Observ ation Window

Ex tensions:

LEX2 2' Length Ex tension (Max  30' Long)

VP-HEX1 1' Height Ex tension (Max  12' High Inside)

Optional AMU:

SA10 PRO AMU - 7.5 HP Motor / 13,000 CFM / 1.2 Mil BTU Direct Fired Burner 

Smart Pad Controls Included

Ex haust Sy stem:

EB5HP Rear Ex haust Columns - 5 HP Motors/ 30" Tube Ax ial Fans/ 13,000 CFM

Controls:

90500 On/Off Control Panel for Non-Heated Booth Including Spray  Gun Interlock  

[Potentiometer w ith VFD Upgrade Only ]

Optional Variable Frequency  Driv es:

90275 Variable Frequency  Driv e - 5 HP - 208/240v

90276 Variable Frequency  Driv e - 7.5 HP - 208/240v

90299 Energy  Smart Package
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